
Stacking-shrouded plug each end.
Silicone wire 50cm.
Axial mount 4mm banana jack.
AL-37R Red
AL-37B Black
AL-37G Green

•••

Stacking-shrouded plug each end.
PVC insulated wire 50cm(0.08/170).
Axial mount 4mm banana jack.
EN 61010-031:2002 CAT III 600V 10A

••••

Wide grip alligator clips with integral finger guard, large 
35mm high tension spring month.
Double insulated silicone wire 1m.
Safety straight input plug.
Rating : EN 61010-1 EN61010-2-31 CAT III 1000V 10A

AL-30AR Red
AL-30AB Black
AL-30AG Green

•
•••

Stacking-shrouded banana plug, each end on 1.2m long 
Silicone wire.
AL-39R Red
AL-39B Black

•
AL-39

AL-37

AL-37S

Stacking-shrouded plug.
Axial mount 4mm banana jack.
AL-37HR Red
AL-37HB Black
AL-37HG Green

••
AL-37H

TEST LEADS
Terminal : 4mm brass banana plug.
Wire : PVC light and soft. 
Out dimension : 4mm
Braid copper wires (30 of 0.254mm)
Length : 50m
Color : green
Accessories :  
Auxiliary earth bar x 1 
Alligator clip (AL-25C) x 1

••

•
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