
• Terminal 4mm banana plug
• Wire : PVC UL1803

Temperature tolerance range -40°~105°C
Out dimension : 4mm
Braid copper wires (180 of 0.12mm)
Length : 1100±30mm
EN 61010-031:2002 CAT IV 1000V 15A•

AL-51

DISCHARGE ROD
Large test probe handle with shrouded 4mm brass caged 
banana plug tip.
Super insulated silicone wire 1.5m, safety straight input 
plug.
Color : black

•
•
•

AL-55

Terminal : 4mm banana plug
Wire : PVC UL1803
Length : 1100±30mm 
Braid copper wires (200 of 0.08mm)
Temperature tolerance range : -40° ~ 105°C
Color : Red and Black each(set)
EN 61010-031  CAT IV 1000V 10A

••

•

TEL-AL11-6A

TEST LEADS

Wide grip alligator clips with integral finger guard, large 
35mm high tension spring month.
Double insulated silicone wire 1m.
Safety straight input plug.
Rating : EN 61010-1 EN61010-2-31 CAT III 1000V 10A

AL-30AR Red
AL-30AB Black
AL-30AG Green

•
•••

2mm probe tip
Double insulated silicone wire 1m.
Safety straight input plug.
AL-32R Red, AL-32B Black
<AL-32F>
Fuse size : 6x32mm
It is the fused version for AL-32.

AL-32FR Red, AL-32FB Black

•••
•

AL-32, AL-32F

Stacking-shrouded plug.
AL-39HR Red
AL-39HB Black

•
AL-39H
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